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Wpust Studnia

WPUSTY DESZCZOWE

Wszystkie rury PVC klasy SN8 ze ścianką litą zgodnie z PN-EN 1401-1:1999

60,3060,40160x4,71,00%3,9559,2459,28Rd14-D17

60,3060,40160x4,71,82%2,2058,7158,75Rd13-Tr7

60,3060,40160x4,71,00%2,0059,3059,32Rd12-D14

60,3060,69160x4,71,00%6,4059,3059,37Rd11-D14

60,3060,40160x4,71,62%3,7059,1459,20Rd10-Tr6

60,2860,40160x4,71,66%3,0058,8159,20Rr9-Tr1

60,2960,40160x4,71,74%3,4558,8859,20Rd8-Tr2

60,2960,40160x4,71,75%2,8559,1559,20Rd7-D12

60,2960,40160x4,71,56%2,5558,9359,20Rd6-Tr3

60,2960,40160x4,71,56%2,5558,9659,20Rd5-Tr4

60,2960,40160x4,71,56%2,5558,9959,20Rd4-Tr5

60,2860,40160x4,71,92%4,1559,1259,20Rd3-D11

60,2860,69160x4,71,69%2,9559,4459,49Rd2-D10

60,3960,50160x4,72,00%2,0059,2659,30Rd1-D09

59,9059,87200x5,92,00%4,2058,5958,67Wp6-D01

60,1360,13200x5,92,00%4,5558,8458,93Wp5-D03

60,3760,37200x5,92,05%1,9559,1359,17Wp4-D05

60,3160,29200x5,92,50%1,6059,0559,09Wp3-D07'

60,1160,10200x5,92,05%1,9558,8658,90Wp2-D07"

60,1260,00200x5,92,04%11,2558,5758,80Wp1-D8

C

D
160 PVC

Studnia

A

Rd 

L
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Rd RURY SPUSTOWE DESZCZOWE
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2. osadnik deszczowy 
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(syfon Geigera)

1. rura spustowa wg proj. arch.
2. osadnik deszczowy 
(syfon Geigera)

1. rura spustowa wg proj. arch.

ZESTAWIENIE WPUSTÓW DESZCZOWYCH

I PODRYNNIKÓW


